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Hyundai Kona  Combustion Electrified 
 

Engines & performance  1.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48V 120 PS  

1.6 CRDi 6iMT   
48V 136 PS 

1.6 CRDi 7DCT 
48V 136 PS  

1.6 GDI Hybrid 6 
DCT 

141 PS 
Emission standard EURO 6D 

Type  3 Cylinder DOHC, 12 valve 
4 Cylinder DOHC, 
Swing Arm Type 

3 Cylinder DOHC, 12 
valve 

4 Cylinder DOHC, 16 valve HLA 
4 Cylinder In-Line 

D-CVVT 
Displacement [cc] 998 1,598 998 1,598 1,580 
Bore x stroke [mm] 71.0 x 84.0 75.6 x 89 71.0 x 84.0 77.0 x 85.8 72 x 97 
Compression ratio 10.5 10.0 10.5 15.9 13.0 
Maximum power [PS/kW]   120PS / 88.3kW 198 PS / 145.6kW 120PS / 88.3kW 136PS / 100kW 105 PS / 77.2kW 

Maximum torque [Nm/rpm] 
172Nm / 1,500 ~ 

4,000 rpm 
200Nm / 2,000 ~ 

3,500 rpm 
265Nm / 1600-4500 

rpm 
172Nm / 1,500 ~ 

4,000 rpm 
280Nm / 

1,500~3,000 rpm 
320Nm / 2,000~2,250 

rpm 147Nm / 4,000 rpm 

0-100 km/h [s] 2WD/4WD 11.5  11.0 7.7 / 8.1 11.9 10.3 9.9 / 10.5 
11.0 (16”) 
11.3 (18”) 

Top speed [km/h] 2WD/4WD 181 182 210 180 190 190 / 185 161 
2WD / 4WD application 2WD 2WD 2WD/4WD 2WD 2WD 2WD/4WD 2WD 

 

Weight In brackets (): with DCT; in brackets []: with AT 2.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48V 120 PS  

1.6 CRDi 6iMT   
48V 136 PS 

1.6 CRDi 7DCT 
48V 136 PS  

1.6 GDI Hybrid 6 
DCT 

141 PS 
Kerb weight [kg] with 2WD/with 4WD 1,237 - 1359 1,267 – 1,308 

1,320 – 1,429/ 
1,395 – 1,504 

1,265 – 1,387 1,340 – 1,463 
1,370 – 1,485/ 
1,445 – 1,556 

1,376 – 1,453 

Payload [kg] with 2WD/with 4WD 411 -533 408 - 449 411 – 520 408 - 530  412 - 535 
410 – 525/ 
409 - 520 

427 - 504 
 

Gross vehicle weight [kg] with 2WD/with 4WD 1,770 1,716 1,840 / 1,915 1,795 1,875 1895 / 1965 1,880 
Maximum tow weight braked [kg] with/ without towing pack 1,200 1,200 1,250 1200 700 / 1250 700 / 1250 1300 / 0 
Maximum tow weight unbraked [kg] with/ without towing pack 600 600 600 600 600 600 600 / 0 

Load per axle [kg] front/rear 950 / 935 950 / 935 
2WD: 1055/ 935 
4WD: 1055/ 960 

950 / 935 1055/ 935 
2WD: 1055/ 935 
4WD: 1055/ 960 

1,055 / 960 

Roof rack load [kg] 80 
 

HEV System specifics 1.6 GDI 6DCT Hybrid 
141 PS 

Electric motor type  Permanent Magnet Synchronous Motor 
Maximum power electric motor [kW/ PS] 32/ 43.5 
Maximum torque electric motor [Nm] 170 
Battery type Lithium-Ion Polymer 
Voltage [V] 240 
Battery capacity [kWh] 1.56 
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48-Volt Mild Hybrid System specifics 1.0 T-GDI 6iMT 48V 
120 PS 

1.6 CRDi 6iMT 48V 
136 PS 

1.6 CRDi 7DCT 48V 
136 PS  

System components  
Mild Hybrid Starter Generator (MHSG) connected to crankshaft via belt, 

Energy storage in lithium polymer battery (mounted below luggage compartment), DC/DC converter 
Voltage [V] 48 
Battery capacity [kWh] 0.44 
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Hyundai Kona Combustion Electrified 
 

Dimensions exterior 3.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48V 120 PS  

1.6 CRDi 6iMT   
48V 136 PS 

1.6 CRDi 7DCT 
48V 136 PS  

1.6 GDI Hybrid 6 
DCT 

141 PS 
Overall length [mm] (Kona N Line) 4,205 (4,215) 

Overall width [mm]  1,800 

Overall height [mm] without/ with roof rack (Kona N Line) 1,500/ 1,565 (1,560/ 1,575) 1,565 

Wheelbase [mm] 2,600 

Wheel tread front [mm] 16-/17-/18-inch wheels (Kona N Line) 1,575/ 1,563/ 1,559 (1,559 – only 18-inch) 
1,576 (16- inch) 
1,565 (18- inch) 

Wheel tread rear [mm] 16-/17-/18-inch wheels (Kona N Line) 1,584/ 1,572/ 1,568 (1,568 – only 18-inch) 
1,589 (16- inch) 
1,577 (18- inch) 

Front overhang/ rear overhang [mm] (Kona N Line) 870/ 735 (880/ 735) 870/ 735 

Ground clearance [mm] 170 165 
 

Dimensions interior  4.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48V 120 PS  

1.6 CRDi 6iMT   
48V 136 PS 

1.6 CRDi 7DCT 
48V 136 PS  

1.6 GDI Hybrid 6 
DCT 

141 PS 
Head room front/rear [mm] (with sunroof) 1,005 (965)/ 961 
Leg room front/rear [mm]  1,054 / 893 
Shoulder room front/rear [mm] 1,409 / 1,385 
Luggage capacity VDA [l] - seats up 374 
Luggage capacity VDA [l] - seats folded 1,156 

  

Chassis 5.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48V 120 PS  

1.6 CRDi 6iMT   
48V 136 PS 

1.6 CRDi 7DCT 
48V 136 PS  

1.6 GDI Hybrid 6 
DCT 

141 PS 
Front suspension Macpherson Strut Type 
Rear suspension CTBA (Coupled Torsion Beam Axle) (2WD) / Multi-Link (4WD) Multi-Link  
Steering type Rack & Pinion / Motor Driven Power Steering 
Brake system Dual-Diagonal, Split-Circuit, Power-assisted Braking system with EBD 

Wheels 6.5J X 16 (steel wheel)/ 6.5J X 16 (alloy wheel)/ 7.0J X 17(alloy wheel)/ 7.5J X 18 (alloy wheel) 
6.5JX16/ 7.5JX18 

(Alloy) 

Tyres 205/60R16/ 205/60R16/ 215/55R17/ 235/45R18 
205/60R16/ 
225/45R18 
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Hyundai Kona Combustion Electrified 
 

Transmission 6.0 T-GDI 6MT 
120 PS 

1.0 T-GDI 7DCT  
120 PS  

1.6 T-GDI 7DCT 
 198 PS 

1.0 T-GDI 6iMT 
48 V 120 PS  

1.6 CRDi 6iMT  
48 V 

136 PS 

1.6 CRDi 7DCT 
48 V 

136 PS  

1.6 GDI Hybrid 6 
DCT 

105 PS 
Transmission type 6-speed MT 7DCT 7DCT 6-speed iMT 6-speed iMT 7 DCT 6 DCT 
1st Gear :1 3.769 3.813 3.929 3.769 3.615 3.786 3.867 
2nd Gear :1 2.045 2.261 2.318 2.045 1.962 2.261 2.217 
3rd Gear :1 1.286 1.957 2.043 1.286 1.189 1.957 1.371 
4th Gear :1 0.971 1.073  1.070 0.971 0.844  1.023 0.930 
5th Gear :1 0.774 0.837 0.822 0.774 0.702 0.778 0.956 
6th Gear :1 0.639 0.878 0.884 0.639 0.596 0.837 0.767 
7th Gear :1 - 0.756 0.721 - - 0.681 - 
8th Gear :1 - -  - - -  - - 
Reverse :1 3.700 5.101 5.304 3.700 3.583  5.074 5.351 

Final gear ratio :1 4.563 
4.867(1,2,4,5)/ 
3.650(3,6,7,R) 

4.294(1,2,4,5)/ 
3.174(3,6,7,R) 

4.563 3.941 
4.429(1,2,4,5)/ 
3.263(3,6,7,R) 

4.438 / 3.227 
(1ST-4TH / 5TH - 

REVERSE) 
 
 

 

 

 

 

 

 

 

 

 

Notes 

 Technical specifications listed in this document are tentative and may vary depending on region and trim. 
 


